COAXIAL CABLE

CABLE COAXIAL RG-6T TSH Dca/A+ LSFH
COAXIAL CABLE RG-6T TSH Dca/A+ LSFH

Ref. 415203
Art. Nr. SK6L-T

INTRODUCCION

La referencia 415203 es un cable coaxial tipo A+.

Su conductor interior estd realizado en cobre, otorgandole
una baja resistencia eléctrica y una excelente respuesta en
altas y bajas frecuencias.

Posee cubierta exterior LSFH, lo que la hace idénea para
instalaciones especiales o de alta seguridad frente a incendios.
Compatible con la regulacién nacional de: Suecia (Swedish
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Standard SS-EN 60728 y para cables coaxiales SS-EN 50117).
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INTRODUCTION

Reference 415203 is a class A+ coaxial cable.

Its inner conductor is made out of copper, giving it a low electric
resistance and an excellent response at high and low frequencies.
With a LSFH outer sheath, which makes it suitable for special
installations.

Compatible with the national regulations of: Sweden (Swedish
Standard SS-EN 60728 and for coax SS-EN 50117).

415203
SK6L-T
Cobre - Copper
mm 1,02 £ 0,05
Q/km <22
Polietileno expanso - Foam polyethylene
mm 4,60+0,1
Aluminium (Al) + Polyester (PET)+ Aluminium (Al)
Blanco - White
Al
Q/km <23
16x4x0,16
58%
Aluminium (Al) + Polyester (PET)+ Aluminium (Al)
Low Smoke Free Halogen (LSFH)
mm 7,06 £0,1
Blanco - White
X
b 4
Dca-s1,d1, a1
mm 353
dB > 85
pF/m 54+2
Q 75+3
% 84
m/ ft Bobina (500) / Reel (1640)
mm/in 370x315x370/14.56 x 12.40 x 14.56
g/lb 24000+ 5% /5291 £ 5%




RESPUESTA EN FRECUENCIA

FREQUENCY RESPONSE
[33{eV]\[d]: ATENUACION MAXIMA PERDIDAS DE RETORNO BLINDAJE
FREQUENCY MAX. ATTENUATION RETURN LOSS SCREENING ATTENUATION
MHz dB/m dB dB
5-30 0,02 -
30-50 0,05
>23
200 0,09
400 0,13
500 0,14 >95
800 0,18 >20
860 0,19
1000 0,21
1350 0,24
>18 > 85
1750 0,28
2050 0,3
2150 0,31
2400 0,33 >75
>16
2700 0,35
3000 0,36

DETALLE / SECCION DEL CABLE
DETAIL / CABLE SECTION

A - Conductor interior
Inner conductor

B - Dieléctrico
Dielectric

C- Ladmina
Overlapped foil

D - Malla de hilos
Braid

E- Segundalamina
Second foil

F- Cubierta exterior
Outer sheath
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